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ry manufacturers recommend to keep your battery fully charged during idle period.

fh@;iﬁw BX-1 is a 5-Step fully automatic switch mode battery charger and maintainer, designed for
charging a variety of SLA (sealed lead acid) batteries, widely used in motorbikes, cars and several other
vehicles. The batteries may be of various types i.e. WET/Flooded (Liquid Electrolyte), GEL (Gelatin type
Electrolyte, absorbed into the plates), AGM (Absorbed Glass Mat) batteries. Their capacity range from
12V/1.2 Ah to 12V/120 Ah.The 8- -1 battery charger also charges batteries in cold conditions.
Using state-of-the art technology, the charger enables the recharging of the batteries to almost 100% of
their original capacity. It recovers slightly sulphated batteries. It diagnoses and rescues drained battery. It
provides trickle charge and maintenance charging which increases battery life and gives superb perfor-
mance. It also features low back current drain and low ripple.

Product Safety Feature

® Electronically safe against user errors. The charger will not damage vehicle electronics. It is totally safe
for months-long connections and maintenance of irregularly or seasonally used batteries even while
the charger is still connected to the vehicle. It provides optimal condition without damage. No risk of
over-charging!

¢ Full protection against wrong connection and against short circuit ensures safe charging operation.

® Provided with Spark protection mechanism. The charger will not begin operation upon connection to
the battery unless charging mode has been selected. This embedded feature eliminates the possibility of
a spark that often appears during connections.

® Fully controlled by internal MCU (Micro-Computer-Unit), which makes it faster, powerful, reliable and
smarter. It detects the state of charge of the battery plugged into it and initiates charging.

& Dust and splash proof (IP65) approval.

® Double insulated

Battery Type & Settings -
The following recommendations should only be referred to as guidelines. For precise details, you

must refer to battery manufacturer for instructions.

* Maode 14.4V/0.8A t
This m::rde is nnrmallj.r suitable for batteries <14 Ah batteries

Mode 14.4V
ovidee | This nmdelisnmnﬂyusedfw WET, MF and most GEL batteries

Mode 14.7V/3.8A
* This mode is recommended for several AGM batteries. This mode is also suitable for
charging batteries in sub-zero temperatures, !

Rescuing Drained Battery
When charger is connected to a battery, before the start of chargi Jg}prncms the charger automatically |
detects the voltage of the battery. If voltage is below 7.5V the A ows’ BX-1 charger will not start due
to its internal safety circuit. It initiates pulse charging mode if the voltage is in the range of 7.5V£0.5 to
10.5V+0.5V. Once voltage of battery rises to 10.5V+0.5V, charger changes over to previously selected
normal charging mode. Now the battery can be charged faster and safely. Most drained batteries can
be charged and used ﬁﬂ‘i using this procedure,

Abnormality Protection

In case of short-circuit,@pen circuit, reversed palarity connection or battery voltage below 7.5V+0.5,
the charger will turn-off the electronic system and will immediately reset the system back to basic
position to avoid damage to battery and charger.
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Overheating Protection

Higir-ous'BX-1 charger is protected by NTC control. During the charging process, if the charger
becomes too hot, the power output is automatically reduced to protect itself from damage. The charger
continues to work trickle r:harge Charger increases power automatically when the ambient tempera-
ture drops. L }1”4: | %%l
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